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DI-1100
USB Data Acquisition Starter Kit
$79

[image: DI-1100 Data Acquisition Starter Kit]


	4 differential  analog inputs
	12-bit measurement resolution
	±10 V fixed measurement range
	Up to 40 kHz sample rate per channel
	Includes WinDaq software
	Fully documented command protocol
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DI-2008
V, mV, Thermocouple, Pulse DAQ

Starting at $599.00
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	8 differential and isolated channels
	Voltage or TC type per channel
	Expandable to 128 mixed channels
	True 16-bit measurement resolution
	7 Digital Ports including rate and count
	±10mV to ±50V measurement range
	Includes WinDaq software
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DI-808
Web-based Data Logger
Starting at $995 
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	Works with Any device
	Manage and retrieve data from Anywhere, Anytime
	TC, mV, V, pulse inputs
	Advanced triggering functions
	Alarm outputs with email/text alerts
	Record to Internal memory or Flash Drive
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DI-2108
High Speed USB DAQ

Starting at $199.00
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	4 or 8 differential analog inputs
	±10V measurement range
	Up to 220 kHz throughput
	16-bit measurement resolution
	Anti-aliasing Filter per Channel
	7 Digital Ports with rate and count
	Records to PC or USB flash memory
	Includes WinDaq software
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DI-4718B-E

USB & Ethernet Data Acquisition

$795 
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	8 analog inputs
	160 kHz max sample rate
	Any industrial measurement
	Use isolated 8B amplifier modules
	Anti-aliasing Filter per Channel
	Records to PC or USB flash memory
	Expandable to 128 mixed channels
	Includes WinDaq software
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GL240
Stand-alone USB data logger
$1095
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	10 isolated analog/4 counter channels
	Sample intervals from 10ms to 1 hour
	±20mV to ±100V programmable ranges
	Supports TC measurements
	Record to PC, USB drive, flash
	Measure RH model B-530
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DI-4108-E

High Speed USB & Ethernet DAQ

Staring at $
499.00
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	4 or 8 differential analog inputs
	Expandable to 128 mixed channels
	16-bit measurement resolution
	±200mV to ±10V measurement range
	Anti-aliasing Filter per Channel
	160 kHz analog throughput rate
	Records to PC or USB flash memory
	Includes WinDaq software
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EL-WiFi-TH
WiFi Temperature and Humidity Data Logger
$184.49
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	Environmental -20°C to +60°C (-4°F to +140°F), 0 to 100% RH
	±1°C, ±3% RH overall accuracy
	Battery-operated
	Time and date stamps all data
	Stores data to local PC or The Cloud
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      Dataq Instruments Inc.

      241 Springside Drive

      Akron, Ohio 44333

      Phone: 330-668-1444

      Fax: 330-666-5434

      Email: info@dataq.com
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