How to use LaunchWindaq

LaunchWindaq currently works with the DI718E and DI730E products.

Start Windaq acquisition and setup all your default conditions including checking(enabling)


Edit>Preferences>Open New File on Full  


Edit>Preferences>Record Next File on Full 

Save your default settings


File>Save Default Settings

Set both the computer and DI7xxE device to static IP Addresses in the same subnet.


Use the DATAQ Hardware Manager to setup the DI7xxE


Use this link for instructions for your computer. link 

Copy LaunchWindaq.exe and LaunchWindaq.txt to the Windaq installation directory on your computer.

Copy the file Codaspar.bin from the folder named with the serial number of the DI7xxE (4E32EC93 for example) to the Windaq installation directory (up one directory).

Use NotePad to edit LaunchWindaq.txt. It contains four lines.


Example: 



DI718E



192.168.0.234



00:00:30



loram


First Line is the device type, DI718E or DI730E


Second Line is the static IP Address you assigned to the device.


Third line is recording time in hours:minutes:seconds


Fourth Line is the directory you are storing your data to. It is a subdirectory of the 
Windaq installation directory. 

Copy a short cut of the “LaunchWindaq.exe” file to your startup folder. See link .

Double click on “LaunchWindaq.exe” to test your setup.

Reboot to test Windaq running at startup.

